Medusa® Power Series Technical Specifications

The Medusa Power Series is designed specifically for use with mixing boards that incorporate built-in power amplifiers.

Each Power Medusa is constructed of a heavy-duty steel stage box with female XLR inputs, 1/4" TRS returns (when used), and four 1/4" speaker jacks.

MADE IN USA.

Models:
MP-8 . . . 8 inputs, 1 return
MP-12 . . . 12 inputs, 4 returns
MP-16 . . . 16 inputs, no returns

All models also have two 14 GA speaker lines built in.

SPECIFICATIONS

STAGE BOX
- Microphone connectors: Whirlwind WC3F XLR 3 pin chassis mount connectors
- Return Connectors (when used): Whirlwind WCQF ¼" chassis mount TRS jacks
- Speaker connection: Switchcraft L11 ¼" chassis mount TS jacks
- Stage Box: 16 GA Steel

CABLE
- Cable: Whirlwind Power Series cable, 24 Ga., with foil shield and aluminum drain (ground) wire. Plus two 14 GA speaker lines

FANOUT
- Microphone connectors: Whirlwind W13M XLR 3 pin inline connectors
- Return Connectors (when used): Neutrik NP3 type ¼" inline TRS plugs
- Speaker connection: Neutrik NP2 type ¼" inline TS plugs

Specifications subject to change without notice.
www.whirlwindusa.com techsupport@whirlwindusa.com